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(C) Connectors in gas and vapor service and in light liquid service; and,
(D) Agitators in gas and vapor service and in light liquid service.

viii. Where any delay of repair for leaks is utilized, report that delay of repair has occurred and report the number of

1X.

X1

instances of delay of repair under Section 2.1 C.7.cc, above.

For pressure relief devices, report the results of all leak monitoring to show compliance conducted within the
semiannual reporting period.

Report, if applicable, the initiation of a monthly leak monitoring program for valves and pumps.

For each affected heat exchanger system for which the Permittee invokes the delay of repair, include the
following information: /40 CFR 63.2490 and 68.104(1)(2)]

(A) the presence of the leak and the date that the leak was detected

(B) whether or not the leak has been repaired

(C) the reason(s) for delay of repair and any supporting emission estimates.

(D) If the leak is repaired, the owner or operator shall report the date the leak was successfully repaired.
(E) If the leak remains unrepaired, the expected date of repair.
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6. 15A NCAC 02Q .0317: AVOIDANCE CONDITION
for ISA NCAC 02D .1109: CAA § 112(j); Case-by-Case MACT for Boilers & Process Heaters NCAC 02D
a.  Prior to May 20, 2019, in order to avoid the applicability of 15A NCAC 02D .1109NCAC 02D. the temporary boiler
(ID No. PS-Temp) shall not remain on site for more than 180 consecutive days. The Permittee shall retain records
of the number of consecutive days the boiler is onsite.

b. It this boiler remains on site for longer than 180 consecutive days. the Permittee shall notify the Regional Office in
writing within ten days of exceeding the 180 day period.

¢.  The Permittee shall submit a startup notification to the Fayetteville Regional Oftice within 15 days of startup of the
temporary boiler (ID No. PS-Temp).
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